
Guangzhou Sunnysky Solar Equipment Co.,Ltd

Off-grid Solar System

Model: TY090B

Product Name Specification -Imported Power Modules from  Japan's Mitsubishi or Infineon, Digital 
Control Multiple microprocessor from ATMEL of America                                      
-With perfect protect functions
- 92% system  efficiency                                                                                                                
-Strong environment adaptability
-Output isolated transformer, safe and stable.

Solar panel 15KW

Solar controller 192V100A

Inverter 192V20KVA(3phase)

Lead-acid battery 2V500AH*96PCS

Technical Parameter
Product Name Specification Picture

Solar panel

Model No. TYP240
Rated Maximum Power 240W(Poly crystalline)

 　Quantity(pcs) 63 PCS
Maximum Power Voltage:30 V - Current: 8A

Open Circuit Voltage(Voc) 36 V
Short Circuit Current(Isc) 8.8 A
Maximum System Voltage 1000 V

Operating Temperature -40℃～+85℃
Standard Test Conditions 1000W/m2, AM1.5, 25℃

Lead-acid battery Nominal Capacity 2V500AH*96PCS

Solar controller

Rated Voltage(V) 192V
Maximum charging current(A) 100A

ChargeVoltage(V) Floating charge: 220V                                                                                                                 
Equalizing charge: 230V

Voltage range (V) 160-250V
Operating temp. -40℃～+60℃

Inverter

Rated power 20KVA(3phase)
DC input voltage range 187-300V
 AC output Voltage(V) AC380V/220 Vac
 AC output  Frequency  50Hz(Three-phase four-wire)

input rating current（A）:101 Output rating current（A:30.1
Wave form: Pure sine wave THDI: <5% (linear load)

Inverted efficiency（80%resistance load） 92%
Max. operating altitude ≤5000m

Operating temperature range (°C) –25~+55°C
Relative humidity in operation 0~95% (non-condensing)

Noise emission [dB (A)] <50(at 1 meter)
Communication interface RS232 (optional)

Over load capacity 150%,10 seconds

Complete protections

Input reversing protection, input low-
voltage protection,output over-load 
protection,output short-circuit protection, 
over-heat protection

Accessories PV cables: 4mm²*600m; PV brackets; Battery box; Lightning protection 
distribution box; Manual: 1 pc

Tel: 0086-20-86298343   Fax: 0086-20-36748909
Website:www.tianyuansolar.com     E-mail: tianyuansolar@gmail.com

Address:No.6 Building 6, Yiheng Road, Xipengling, Hebian Wushe Industry Area, Baiyun District, Guangzhou,China.


